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ETAV-09

SIZE: 325mm x 325mm(Snap Fit)

Colour shade: RAL-7032/7035

Std. Packing : 25 Nos.

ETAV-01

SIZE: 130mm x 130mm(Screw Fit)

Colour shade: RAL-7032/7035

Std. Packing : 300 Nos.

AIR - VENT

ETAV-04

SIZE: 203mm x 203mm(Snap Fit)

Colour shade: RAL-7032/7035

Std. Packing : 100 Nos.

AIR - VENT (OVAL DESIGN)

ETAV-10

SIZE: 117mm x 117mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ETAV-02

SIZE: 147mm x 147mm(Snap Fit)

Colour shade: RAL-7032/7035

Std. Packing : 200 Nos.

ETAV-05

SIZE: 238mm x 238mm(Screw Fit)

Colour shade: RAL-7032/7035

Std. Packing : 60 Nos.

ETAV-11

SIZE: 90mm x 90mm(Screw Fit)

Colour shade: RAL-7035

Std. Packing : 200 Nos.

ETAV-03

SIZE: 184mm x 184mm(Screw Fit)

Colour shade: RAL-7032/7035

Std. Packing : 150 Nos.

ETAV-06

SIZE: 255mm x 255mm(Snap Fit)

Colour shade: RAL-7032/7035

Std. Packing : 60 Nos.
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ETAV-130/4

SIZE: 130mm x 130mm(Screw Fit)

Colour shade: RAL-7035

Std. Packing : 300 Nos.

ETAV-150/SF-4

SIZE: 150mm x 150mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 200 Nos.

ETAV-204/SF-4/6 EG

SIZE: 204mm x 204mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ETAV-150/SF-4 EG

SIZE: 150mm x 150mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ETAV-238/8

SIZE: 238mm x 238mm(Screw Fit)

Colour shade: RAL-7035

Std. Packing : 60 Nos.

ETAV-255/SF-6/8

SIZE: 255mm x 255mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 60 Nos.

ETAV-204/DT-1 EG

SIZE: 204mm x 204mm(Doom Type)

Colour shade: RAL-7035

Std. Packing : 50 Nos.

ETAV-184/6

SIZE: 184mm x 184mm(Screw Fit)

Colour shade: RAL-7035

Std. Packing : 150 Nos.

ETAV-204/SF-4/6

SIZE: 204mm x 204mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ETAV-117/SF-3/3.5 SF

SIZE: 117mm x 117mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ETAV-255/SF-6/8 EG

SIZE: 255mm x 255mm(Snap Fit)

Colour shade: RAL-7035

Std. Packing : 50 Nos.

ETAV-204/DT

SIZE: 204mm x 204mm(Doom Type)

Colour shade: RAL-7035

Std. Packing : 50 Nos.

ETAV-01 VP

Value Pack : 10pc.

Std. Packing : 30 Packs

VALUE & ECONOMIC SERIES

ETAV-02 VP

Value Pack : 10pc.

Std. Packing : 24 Packs

ETAV-03 VP

Value Pack : 10pc.

Std. Packing : 16 Packs

ETAV-04 VP

Value Pack : 10pc.

Std. Packing : 12 Packs

ETAV-05 VP

Value Pack : 5pc.

Std. Packing : 12 Packs

ETAV-06 VP

Value Pack : 5pc.

Std. Packing : 12 Pack

AIR-VENT (O.D.) WITH E.P.D.M. GASKETING



SELF LOCKING PA 66 CABLE TIES

TAG TYPE SERIES CABLE TIE GUN SCREW TYPE TIE MOUNT
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ET 100 X 2.5 TO ET 450 X 4.8

Length: 100mm to 450mm

Colour Shade : White & Black

ET-T 100 X2.5

Colour shade: White / Black
ET 600A

Fit for Wide mm: 2.2 to 4.8

ET 4 (PA)

ET 4 (PPCP)

Size : 22.5 x 16 x 9.8

Mounting Method : 6mm Screw

S.S. 316 / 304 ROLLER BALL 4.6mm CABLE TIES

S.S. 316  ROLLER BALL 7.9mm CABLE TIES

Colour shade: Black

METAL FAN GUARD DOCUMENT HOLDER

ET-ST 100 X 7.9 TO ET- ST 1000 X 7.9

Length : 100mm to 1000mm

Material : M.S. With crome plated. Colour shade: RAL-7035

ETDH-01

SIZE: A-5

ETDH-02

SIZE: A-4

35mm deep

ETDH-03

SIZE: A-4

17mm deep

Stainless steel ties are designed to

secure hose, cable, poles, pipes, and

more when harsh environmental

conditions may adversely affect the

bundling application and used where

corrosion, vibration, weathering,

radiation, and temperature extrames 

are a concern, stainless steel ties can

be used in virtually any indoor, outdoor,

and underground application.

4.6mm Min Loop Tensile Strength

68 kgf  150lbs

Length : 100mm to 1000mm

Material : SS304/SS316

Color : Nature Colour

Self-locking, ball bearing mechanism for

quick and easy installation. and easy 

installation.Ideal for petrochemical, 

industries, power station,mining, 

ship-building, offshore,and other 

aggriessive    environments

AISI SS 304 /316 stainless steel for the 

most  corrosive environments

UV resistant, low smok, halogen-free 

material.

7.9mm Min Loop Tensile Strength

136 kgf  300lbs

Technical Details

Material               PA66UK Certified 94V-2
0 0Operating Temp  -10 C to 130 C

Oxygen Index      25% - 28%

Smoke Density    Flaming 35

                            No Flaming 13

VOLTS

ET-ST 100 x 7.9

ET-ST 150 x 7.9

ET-ST 200 x 7.9

ET-ST 260 x 7.9

ET-ST 300 x 7.9

ET-ST 360 x 7.9

100

100

100

100

100

100

Product
Code

Pieces
Pac. VOLTS

ET-ST 400 x 7.9

ET-ST 520 x 7.9

ET-ST 620 x 7.9

ET-ST 680 x 7.9

ET-ST 840 x 7.9

ET-ST 1000x7.9

100

100

100

100

100

100

Product
Code

Pieces
Pac.

VOLTS

ET-ST 100 x 4.6

ET-ST 150 x 4.6

ET-ST 200 x 4.6

ET-ST 260 x 4.6

ET-ST 300 x 4.6

ET-ST 360 x 4.6

100

100

100

100

100

100

Product
Code

Pieces
Pac. VOLTS

ET-ST 450 x 4.6

ET-ST 520 x 4.6

ET-ST 620 x 4.6

ET-ST 680 x 4.6

ET-ST 840 x 4.6

ET-ST 1000x4.6

100

100

100

100

100

100

Product
Code

Pieces
Pac.

FAN FINGER GUARD

VOLTS

ETFG-01

ETFG-02

ETFG-03

ETFG-04

4” Sq. 

6” Oval

6” Sq.

8” Sq.

Product
Code

Item Std.
Pkg.

500

300

300

300

VOLTS

ETFG-05

ETFG-06

ETFG-07

8” Sq. 

3” Sq.

3.5” Sq.

Product
Code

Item Std.
Pkg.

500

300

300

VOLTS

ETMG-01

ETMG-02

ETMG-03

ETMG-04

ETMG-05

4” Sq.( Thik 1.6 -8 Ring) 

6” Oval( Thik 1.6 -7 Ring)

6” Sq.( Thik 1.6 -8 Ring)

8” Oval ( Thik 1.6 -8 Ring)

8” Sq.( Thik 1.6 -11 Ring)

Product
Code

Item Std.
Pkg.

1000

400

200

200

200

 

VOLTS

ET 100 x 2.5

ET 150 x 2.5

ET 150 x 3.6

ET 200 x 3.6

ET 200 x 4.8

ET 250 x 3.6

ET 250 x 4.8

ET 300 x 3.6

ET 300 x 4.8

100

100

100

100

100

100

100

100

100

600

400

300

200

150

150

150

150

150

Product
Code

Pieces
Pac.

Std. 
Pkg

 

VOLTS

ET 350 x 4.8

ET 400 x 4.8

ET 450 x 4.8

ET 300 x 7.6

ET 400 x 7.6

ET 450 x 7.6

ET 550 x 7.6

ET 650 x 7.6

ET 920 x 9.0

100

100

100

100

100

100

100

100

100

120

90

60

60

----

----

----

----

----

Std. 
Pkg

Pieces
Pac.

Product
Code

W

L



ET-9020

SIZE: 88mm x 88mm x 53mm

Colour shade: RAL-7035

Std. Packing : 100 Nos.

P. S. JUNCTION BOX W/O. Connector IP-65

ET-9040

SIZE: 98mm x 98mm x 61mm

Colour shade: RAL-7035

Std. Packing : 100 Nos.

ET-9060

SIZE: 139mm x 119mm x 70mm

Colour shade: RAL-7035

Std. Packing : 50 Nos.

ET-9100

SIZE: 167mm x 125mm x 82mm

Colour shade: RAL-7035

Std. Packing : 30 Nos.

ET-9250

SIZE: 200mm x 160mm x 98mm

Colour shade: RAL-7035

Std. Packing : 30 Nos.

ET-9350

SIZE: 260mm x 210mm x 117mm

Colour shade: RAL-7035

Std. Packing : 10 Nos.

ET-9020E

With connector 2.5Sq.mm

P. S. JUNCTION BOX

With Connector IP-65

ET-9040E

With connector 4/6Sq.mm

ET-9060E

With connector 10Sq.mm

ET-9100E

With connector 16Sq.mm

With terminal block (5 Nos)

ET-9250E

With connector 16/25Sq.mm

With terminal block (5 Nos)

ET-9350E

With connector 16/25Sq.mm

With terminal block (5 Nos)

A.B.S. JUNCTION BOX With IP-55/65

PUSH BUTTON STATION

ET-15157

SIZE: 150mm x 150mm x 70mm

Colour shade: White

Std. Packing : 75 Nos.

ETPB-01 (1 Way)

Material : A.B.S.

Colour shade: White & Black

Std. Packing : 150 Nos.

ETPB-02 (2 Way)

Material : A.B.S.

Colour shade: White & Black

Std. Packing : 120 Nos.

ETPB-03 (3 Way)

Material : A.B.S.

Colour shade: White & Black

Std. Packing : 60 Nos.

ETPB-04 (4 Way)

Material : A.B.S.

Colour shade: White & Black

Std. Packing : 60 Nos.

ET-6001 SIZE: 110mm x110mm x110mm

ET-6002 SIZE: 155mm x115mm x110mm

Colour shade: White

Std. Packing : 50 Nos.

CAMERA BOX

Colour shade: White

Std. Packing : 360 Nos.

ETCB-02

SIZE: 100mm x 100mm x 50mm
Material: P.P.

ET-15117

SIZE: 150mm x 110mm x 70mm

Colour shade: White

Std. Packing : 75 Nos.

ET-20107

SIZE: 200mm x 100mm x 70mm

Colour shade:White

Std. Packing : 50 Nos.

ET-26208

SIZE: 255mm x 200mm x 80mm

Colour shade: White

Std. Packing : 30 Nos.

ET-403512

SIZE: 400mm x 350mm x 120mm

Colour shade: White

Std. Packing : 7 Nos.

ET-302515

SIZE: 300mm x 250mm x 150mm

Colour shade: White

Std. Packing : 10 Nos.

@ 2022 ELETTRO .All Rights Reserved

ET-10107

SIZE: 100mm x 100mm x 70mm

Colour shade: White

Std. Packing : 150 Nos.

ET-20168

SIZE: 200mm x 155mm x 80mm

Colour shade: White

Std. Packing : 50 Nos.

ET-302512

SIZE: 300mm x 250mm x 120mm

Colour shade: White

Std. Packing : 20 Nos.

Available Transparent cover 

A.B.S. JUNCTION BOX With IP-67

Colour shade: White

Std. Packing : 200 Nos.

ETCB-01

SIZE: 100mm x 100mm x 70mm
Material: P.P.



POLYAMIDE HANDLE

Ip67 Protection

Contact material Copper with tin plated

2 2Suitable for cable cross section : 2.5 mm  -6.0mm

Resistance Less than 0.3 m

Pin dimensions 4 om m/

Rated Voltage: TUV 1000V DC/UL 600V DC

Rated Current : 20A -30A

SPECIFICATION

SY-MC4-1

Snap fit locking arrangement

Housing material PPO 

SELF ADHESIVE GASKET TAPE

Thickness : 3mm,5mm,&6mm

Widths : 15mm to 100mm. 

Self Life  : 1 Years

PRODUCT SPECIFICATIONS

Adhesive Side : Single Side 

Peeling Strength : >550gms / 25mm

Material : EVA FOAM

Tape Type : Single Side Gasket Type

Adhesive Type : Pressure Sensitive

Colour : Black

ETPL-06

Polyamide Handle 120mm.

Std. Packing : 500 Nos.

ETPL-07-1

Polyamide Big Pocket Handle 109mm

Std. Packing : 500 Nos.

ETPL-07

Polyamide Small Pocket Handle 94mm.

Std. Packing : 1000 Nos.

ETBL-01

Polyamide Handle 120mm.

Std. Packing : 2000 Nos.

ETSL-01

Polyamide Slide Lock (Lever Latch)

Std. Packing : 2000 Nos.

ETPL-09

Polyamide Handle 90mm.

Std. Packing : 500 Nos.

POLYAMIDE FLEXIBLE CONDUIT GLAND

POLYAMIDE FLEXIBLE CONDUIT PIPE 

MC 4 CONNECTOR

ETG-7

ETG-9

ETG-11

ETG-13.5

ETG-16

ETG-21

ETG-29

ETG-36

ETG-48

ETP-10

ETP-13.5

ETP-16

ETP-18.5

ETP-22

ETP-28

ETP-34

ETP-42

ETP-54

Material : Polyamide 6

Colour Shade : Black  

DIN RAIL MCB CHANNEL

ETMC-01

Size : 35mm x 7.5mm x 1mm

Technical Details
2

Flexural Strength         950 Kg / cm
2Flexural Modulus         26,000 Kg / cm

2Tensile Strength           700 Kg / cm
2

Impact Strength           25 Kg / cm
0 0Temperature Range     -40  C to 105 C Continuous,

0
                                       +150  C Short Term

Resistant                      Alcohol , Benzol, Greases,

                                      Mineral Oil, Diesel Fuel,

                                      Sea Water, Petrol, etc.
Protection Class           IP 67

Approvals           

Technical Details
0 0

Temperature Range     -40  C to 105 C Continuous,
0                                       +150  C Short Term

Resistant                      Alcohol , Benzol, Greases,

                                      Mineral Oil, Diesel Fuel,

                                      Sea Water, Petrol, etc.
Approvals           

ETMC-02

Size : 35mm x 15mm x 1.2mm

Std. Packing : 100 Nos.

Colour Shade : Yellow & White

ETG-7

ETG-9

ETG-11

ETG-13.5

ETG-16

ETG-21

ETG-29

ETG-36

ETG-48

ETP-10

ETP-13.5

ETP-16

ETP-18.5

ETP-22

ETP-28

ETP-34

ETP-42

ETP-54

CAT. NO.
BLACK

CONDUIT
GLAND SIZE

CONDUIT
GLAND SIZE

CAT. NO.
BLACK

Material : Polyamide 6

Colour Shade : Black  

@ 2022 ELETTRO .All Rights Reserved



TOGGLE SWITCHES

L.T. CONTROL SWITCHES

ET-16, ET-16SH, ET-32SH.

   Std. Packing : 50 Nos.  

ETS-601 TO ETS-1508

Rating : 6A / 10A /15A 250AC

SINGLE & DOUBLE POLE

                     GROWTH STRATEGY

      Customized Products.

      Pre-after sales assistance

      Quality that speaks itself

      Monitoring of Customer’s

      satisfaction & feedback.

      Think strategically

      Understand the Relationship between

      New Technologies & Cost Efficiencies.

SPECIFICATION:
Mechanical life : over 30,000 operation

 (switching frequency 20 operation minute.

Electrical life: over 10,000 operation (same as

 above) (rated load)

Voltage breakdown : 1000VAC for 1minute

 (between contact & case)

Contact resistance: 20m max.
0 0Ambient temperature: -10 C to +55  C 

Ambient humidity : 85% RH max.

 
 

    
,  

 

Built In Transient p rotector & EMI filter

t circuit, overloadProtection against shor
& over temperature 

Power OK indication, terminations
output set control & rating details on front

22.5mm Compact design din rail mountable.

 

 SMPS (Switch-mode power supply)
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IP 54  IP 55   IP 65 IP 67

DESCRIPTION:

Bakelite Handle Round Model 16 Amp 440 V

Steel Handle Round Model 16 Amp 440 V

32 Amp. 440v Reverse Forward Switch With 

Steel Handle

RATING 

SIT

EO.16

16 Amps.

440 Volts

AC 50 Hz.

ON-OFF REVERSING CHANGEOVER

SIT

EO.16

SIT

EO.16

RANG & SEQUENCE

 

 
 

12V

12V

12V

12V

12V

12V

12V

12V

VOLTS

12V

12V

12V

12V

12V

12V

12V

12V

24V

24V

24V

24V

24V

24V

24V

24V

1Amps.

2Amps.

3Amps.

5Amps.

7.5Amps.

10Amps.

12Amps.

20Amps.

VOLTS VOLTS Amps. Single Phase Input with universal input 
 voltage range ( 90 ~ 270V AC )

Under Development    

PRODUCTION HOUSE  
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